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CABLE PULLER, BENDING SPRING & GI JUNCTION BOX

CABLE PULLER BENDING SPRING

& 2.5 MM THICKNESS

WIRING ACCESSORIES
BS SWITCHES & SOCKETS

METAL CLAD SWITCHES & SOCKETS

WEATHER PROOF SWITCHES

WEATHERPROOF ISOLATOR

INDUSTRIAL PLUG & SOCKET

TERMINAL BLOCKS

CABLE REELS

UNIVERSAL MULTI PIN ADAPTOR

EXTENSION SOCKETS

PLUG TOP

PG GLANDS & CEILING ROSE

PVC TRUNKING
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WHITE PVC SWITCHES & SOCKETS - KBV

METAL CLAD SWITCHES & SOCKETS - KBMC

WEATHERPROOF SWITCHES & SOCKETS - KBCL

13A Double switch socket

13A Double switch socket

13A WP double switch socket

45A DP Switch with neon

20A DP Switch with neon

2 Gang 2way WP switch 3 Gang 2way WP switch

250W Fan controller

3 Gang 2way switch

NB-0002
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The comprehensive range includes all ranges such as: White PVC Switches and 
Sockets.

Metal clad switches and sockets are perfect for factories, workshops, garages 
and sheds where they are needed to be that bit tougher than ordinary ones. 
As they are made from steel, they are tough and impact resistant.

Weatherproof switches and sockets are a great addition to 
outdoor space as they allow power outside whilst being protected 
against the elements.

BS SWITCHES & SOCKETS
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35A 2p WP Isolator IP65

16A 3way multi socket 110V 32A 3pin socket 16A 3pin wall socket

20A 10mm strip connector

WEATHERPROOF ISOLATOR 

INDUSTRIAL PLUG & SOCKETS

TERMINAL BLOCKS

Fixed Neutral & Earth bars included
Dual 25 mm screwed entries top & bottom
25 mm to 20 mm screwed reducers included
2x25mm rear knockouts
Padlockable for security
Large terminals accommodate 25mm2

Kedbrooke Industrial Plug & Socket series are in compliance with International Standards 

Current	 : 16Amp/32Amp
Voltage	 : 110V/220V/380V
Protection Degree:  IP44
Ranges: Mobile Plug, Mobile Socket, 
	 Wall Mount Socket, Panel Mount

Nickel plated brass terminal
Captive screws of zinc-plated steel
Engineering Plastic Casting
Self-extinguishing material in compliance 
with IEC 60695-02 Standard 850C

Sizes:
6 Sq.mm
10 Sq.mm
16 Sq.mm
25 Sq.mm

ISOLATOR, PLUG & SOCKETS, TERMINAL BLOCKS
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KB2200-4-25 MTRS, KB2250-4-40 MTRS, KB2250-4-50 MTRS

• 250V open drum extension reels fitted with a 13Amp 3 pin plug and
   4 outlet sockets.
• 1.5mm diameter 3 core heavy duty cable.
•  Strong and durable for industrial use.
• Ideal for use with power tools, transformers etc.
• Unbreakable plastic body.
•  Available in 25 Mtr, 40Mtr & 50 Mtr.

KB-S2208-4-5 MTRS, KB-S2206-4-10 Mtr 
• Portable power cassette reel provides power where you need it most
• Each unit has 4x13Amp socket outlets, 250V, PVC coated 1.25 sqmm  insulated cable 3 core
•  Available in 10Mtr & 5Mtr

KB2225-4-25MTR
• 25Mtr 13Amp extension reel handbag style.
• Robust, easy wind action with integral hand grip and four socket outlets.
• Unbreakable plastic case with easy wind handle fitted with approved plugs.

CABLE REEL - OPEN DRUM

HANDBAG REEL 

CASSETTE REEL

CABLE REELS



www.kedbrooke.com
39

 UNIVERSAL MULTI PIN ADAPTOR

Multipurpose use, can connect many plugs at one time
Non flammable
Vertical and horizontal design and the sockets are universal design 
so any country pin can go inside.

UNIVERSAL TRAVEL ADAPTOR with USB PORT:
Universal Travel adaptor with USB PORT (AU/UK/US/EU)
Surge protection
Safety shutter
Made in Malaysia

 UNIVERSAL EXTENSION SOCKET

PLUG TOPS

Portable Extension socket outlets with individual neon switch
13Amp 240V with different cable lengths - 2Mtr/3Mtr/5Mtr
Fire retardant body of PC material
Available in 2G, 3G,4G,5G & 6G

High impact poly carbonate (PC) body
Fire retardant (FR) body
Fitted with UK certified fuse, Approved by ASTA (BS1362)
Product safety comply to BS 1362, SS145 & MS 589
Available in 13A, 15A, 250V
Made in Malaysia

MULTI PIN ADAPTOR, EXTENSION SOCKET & PLUG TOP
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PG GLANDS

PVC TRUNKING

CEILING ROSE

Kedbrooke PG Glands can be used to fix cables and 
provide effective protection against dust and water from 
entering electrical distribution board, electro-mechanical 
controlling board and other instruments.

PVC trunking are used in Cable Management Systems 
to hide or protect the cable across the room, a floor or 
the wall. 

Available in Sticker type & Normal (Non adhesive) 

Kedbrooke Ceiling Rose provides electrical connection 
in one click action makes it very easy and convenient for 
lighting installations. All contacts are mounting & overall 
dimensions inaccessible and earth contact comes at first 
while clicking ensures safety standards. 

Model: KBV6701
Rating : 6A

PG GLAND, CEILING ROSE & PVC TRUNKING


